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SEALANT 
 

Pergo® is a quality product distributed by Unilin BVBA, division flooring. Belgium. Ooigemstraat 3, 
B-8710 Wielsbeke,  Tel.: +32 (0)56-67.52.20 

www.pergo.com  
 

Description: 
• Sealant for a beautiful finish 
• Acrylic base 
• Available in 8 colours 
• 12 tubes / pack 

 
 
Characteristics:  
 
Properties Typical result 
Base Acrylic 
Solvent Water 
Content 310 ml 
Colour PGKIT01: Beige oak, maple, birch 

PGKIT02: Grey, taupe 
PGKIT03: White 
PGKIT04: Natural oak 
PGKIT05: Dark oak 
PGKIT06: Golden oak 
PGKIT07: Dark Cherry, lapacho, merbau 
PGKIT08: Wenige, dark brown oak, walnut 

Non adhesive After approx 30 min 
Hardened after 24 h 
Cleaning Water on non-hardened surface. Acetone on hardened surface. 
 

 
 
 
Storage: 
Shelf life: min. 18 months in unopened package 
Store cool and frost free between +5º and +25º.  
 
Instructions: 
Clean and brush the gaps from all loose particles. 
Cut the top of the cartridge. 
Mount the nozzle and cut in 45º angle to a desired diameter. 
Do not put pressure around joint area for 24h. 
 
 
 
Usage: 

 
   joint width 

joint depth 3 mm 4 mm 6 mm 8 mm 10 mm 12 mm 15 mm 20 mm 25 mm 

4 mm 25 18 13 10 7 6 5 3,5 - 

5 mm 20 15 10 7 6 5 4 3 - 

6 mm 17 13 8 6 5 4 3,25 2,25 - 

8 mm 13 10 6 5 4 3 2,5 1,75 - 

10 mm 10 8 5 4 3 2 2 1,5 1,25 
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